
A  0.28  2.28  0.28

B  0.52  1.88  0.36

C  0.40  1.96  0.24

D  0.52  1.96  0.40

E  0.52  1.44  0.36

F  0.52  1.40  0.32

G  0.40  2.08  0.40

H  0.52  1.88  0.52

I  0.52  0.52  0.52

J  0.24  1.28  0.52

K  0.52  1.92  0.24

L  0.52  1.36  0.32

M  0.52  2.24  0.52

N  0.52  2.04  0.52

O  0.40  2.32  0.40

P  0.52  1.80  0.32

Q  0.40  2.32  0.40

R  0.52  1.84  0.40

S  0.28  1.80  0.36

T  0.20  1.68  0.20

U  0.52  1.92  0.52

V  0.28  2.12  0.28

W  0.32  3.20  0.32

X  0.20  2.08  0.20

Y  0.20  2.08  0.20

Z  0.28  1.72  0.28

a  0.36  1.88  0.40

b  0.52  1.84  0.40

c  0.40  1.68  0.28

d  0.40  1.84  0.52

e  0.40  1.84  0.40

f  0.28  1.24  0.24

g  0.40  1.84  0.52

h  0.52  1.76  0.52

i  0.44  0.64  0.44

j  0.00  1.08  0.44

k  0.52  1.72  0.28

l  0.52  0.80  0.32

m  0.52  2.92  0.52

n  0.52  1.76  0.52

o  0.40  1.92  0.40

p  0.52  1.84  0.40

q  0.40  2.00  0.36

r  0.52  1.16  0.28

s  0.28  1.64  0.32

t  0.24  1.24  0.32

u  0.52  1.76  0.52

v  0.28  1.88  0.28

w  0.32  3.08  0.32

x  0.24  1.88  0.24

y  0.28  1.88  0.28

z  0.32  1.40  0.32

1  0.16  1.16  0.52

2  0.20  1.68  0.32

3  0.20  1.68  0.40

4  0.28  1.96  0.32

5  0.28  1.64  0.36

6  0.40  1.84  0.36

7  0.24  1.68  0.24

8  0.40  1.92  0.40

9  0.36  1.84  0.40

0  0.40  2.04  0.40

&  0.48  2.16  0.28

!  0.44  0.64  0.44

"  0.40  1.44  0.40

#  0.40  2.24  0.40

$  0.36  1.68  0.36

¢ 0.40  1.60  0.28

/  0.24  1.72  0.24

*  0.32  1.44  0.32

.  0.36  0.56  0.36

,  0.36  0.68  0.36

:  0.36  0.68  0.36

(  0.32  1.00  0.48

)  0.48  2.68  0.32

-  0.48  1.48  0.48

@  0.52  2.68  0.52

=  0.32  1.48  0.32

+  0.32  1.88  0.32

?  0.40  1.52  0.40
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A  0.24  3.32  0.24

B  0.60  2.72  0.36

C  0.44  2.88  0.24

D  0.60  2.84  0.44

E  0.60  2.20  0.36

F  0.60  2.12  0.32

G  0.44  3.04  0.44

H  0.60  2.72  0.60

I  0.60  0.68  0.60

J  0.24  1.88  0.60

K  0.60  2.72  0.20

L  0.60  2.04  0.28

M  0.60  3.28  0.60

N  0.60  2.92  0.60

O  0.44  3.32  0.44

P  0.60  2.60  0.44

Q  0.44  3.32  0.44

R  0.60  2.64  0.40

S  0.32  2.56  0.36

T  0.24  2.52  0.24

U  0.60  2.76  0.60

V  0.28  3.04  0.28

W  0.36  4.68  0.36

X  0.24  3.04  0.24

Y  0.20  3.04  0.20

Z  0.36  2.48  0.36

a  0.44  2.68  0.44

b  0.60  2.60  0.44

c  0.44  2.40  0.28

d  0.44  2.60  0.60

e  0.44  2.64  0.44

f  0.36  1.68  0.32

g  0.44  2.64  0.60

h  0.60  2.48  0.60

i  0.52  0.84  0.52

j  -0.16  1.52  0.52

k  0.60  2.48  0.24

l  0.60  1.12  0.32

m  0.60  4.12  0.60

n  0.60  2.48  0.60

o  0.44  2.80  0.44

p  0.60  2.60  0.44

q  0.44  2.84  0.36

r  0.60  1.64  0.32

s  0.32  2.32  0.36

t  0.24  1.72  0.40

u  0.60  2.44  0.60

v  0.24  2.72  0.24

w  0.32  4.24  0.32

x  0.24  2.72  0.24

y  0.24  2.76  0.24

z  0.36  2.12  0.36

1  0.20  1.60  0.60

2  0.28  2.44  0.44

3  0.24  2.44  0.44

4  0.28  2.84  0.32

5  0.36  2.44  0.44

6  0.48  2.60  0.40

7  0.28  2.48 0.32

8  0.44  2.68  0.44

9  0.40  2.64  0.48

0  0.44  2.92  0.44

&  0.44  3.08  0.24

!  0.60  0.88  0.60

"  0.48  1.92  0.48

#  0.44  3.12  0.44

$  0.40  2.40  0.40

¢ 0.44  2.32  0.36

/  0.24  2.52  0.24

*  0.40  1.80  0.40

.  0.52  0.60  0.52

,  0.40  0.92  0.40

:  0.40  0.84  0.40

(  0.44  0.96  0.48

)  0.48  0.96  0.44

-  0.56  1.36  0.56

@  0.44  3.72  0.44

=  0.40  2.16  0.40

+  0.40  2.48  0.40

?  0.36  2.24  0.48
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A  0.28  3.48  0.28

B  0.72  2.84  0.48

C  0.56  3.04  0.36

D  0.72  3.00  0.56

E  0.72  2.36  0.52

F  0.72  2.24  0.52

G  0.56  3.20  0.56

H  0.72  2.88  0.72

I  0.72  0.72  0.72

J  0.32  1.96  0.72

K  0.72  2.92  0.28

L  0.72  2.16  0.36

M  0.72  3.44  0.72

N  0.72  3.08  0.72

O  0.56  3.48  0.56

P  0.72  2.72  0.52

Q  0.56  3.48  0.56

R  0.72  2.80  0.52

S  0.44  2.68  0.52

T  0.36  2.68  0.36

U  0.72  2.92  0.72

V  0.32  3.16  0.32

W  0.48  4.92  0.48

X  0.32  3.20  0.32

Y  0.28  3.24  0.28

Z  0.40  2.64  0.40

a  0.56  2.80  0.52

b  0.72  2.72  0.56

c  0.56  2.52  0.36

d  0.56  2.72  0.72

e  0.56  2.76  0.56

f  0.36  1.76  0.32

g  0.56  2.72  0.72

h  0.72  2.60  0.72

i  0.64  0.88  0.64

j  -0.12  1.64  0.64

k  0.72  2.64  0.28

l  0.72  1.20  0.40

m  0.72  4.28  0.72

n  0.72  2.60  0.72

o  0.56  2.92  0.56

p  0.72  2.72  0.56

q  0.56  3.00  0.48

r  0.72  1.72  0.36

s  0.44  2.40  0.48

t  0.36  1.84  0.48

u  0.72  2.56  0.72

v  0.32  2.84  0.32

w  0.40  4.40  0.40

x  0.28  2.88  0.28

y  0.32  2.88  0.32

z  0.40  2.28  0.40

1  0.28  1.68  0.72

2  0.36  2.56  0.52

3  0.32  2.60  0.52

4  0.32  2.96  0.36

5  0.44  2.56  0.52

6  0.52  2.72  0.48

7  0.36  2.60  0.36

8  0.56  2.80  0.56

9  0.48  2.72  0.52

0  0.56  3.08  0.56

&  0.52  3.20  0.32

!  0.64  0.92  0.64

"  0.56  2.04  0.56

#  0.52  3.24  0.52

$  0.44  2.52  0.44

¢ 0.56  2.44  0.40

/  0.36  2.68  0.36

*  0.48  1.88  0.48

.  0.52  0.88  0.52

,  0.48  1.00  0.44

:  0.52  0.88  0.52

(  0.48  1.04  0.56

)  0.56  1.04  0.48

-  0.68  1.40  0.68

@  0.56  3.80  0.56

=  0.60  2.28  0.60

+  0.44  2.56  0.44

?  0.40  2.36  0.56
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A  0.36  3.76  0.36

B  0.80  3.04  0.60

C  0.64  3.28  0.44

D  0.80  3.24  0.64

E  0.80  2.56  0.56

F  0.80  2.44  0.52

G  0.64  3.48  0.64

H  0.80  3.08  0.80

I  0.80  0.80  0.80

J  0.32  2.24  0.80

K  0.80  3.12  0.36

L  0.80  2.36  0.48

M  0.80  3.68  0.80

N  0.80  3.32  0.80

O  0.64  3.72  0.64

P  0.80  2.92  0.48

Q  0.64  3.72  0.64

R  0.80  3.00  0.60

S  0.48  2.88  0.52

T  0.40  2.88  0.40

U  0.80  3.12  0.80

V  0.36  3.40  0.36

W  0.40  5.32  0.40

X  0.32  3.44  0.32

Y  0.28  3.52  0.28

Z  0.52  2.88  0.52

a  0.52  2.96  0.52

b  0.76  2.88  0.60

c  0.60  2.72  0.40

d  0.60  2.92  0.76

e  0.60  2.96  0.60

f  0.44  1.92  0.40

g  0.60  2.92  0.76

h  0.76  2.76  0.76

i  0.68  0.92  0.68

j  -0.12  1.76  0.68

k  0.76  2.84  0.28

l  0.76  1.28  0.44

m  0.76  4.52  0.76

n  0.76  2.76  0.76

o  0.60  3.08  0.60

p  0.76  2.92  0.60

q  0.60  3.20  0.48

r  0.76  1.84  0.40

s  0.44  2.56  0.52

t  0.36  1.96  0.44

u  0.76  2.72  0.76

v  0.28  3.04  0.28

w  0.32  4.64  0.32

x  0.24  3.08  0.24

y  0.28  3.12  0.28

z  0.48  2.44  0.48

1  0.40  1.80  0.80

2  0.48  2.76  0.64

3  0.44  2.80  0.64

4  0.48  3.16  0.52

5  0.60  2.76  0.64

6  0.64  2.92  0.60

7  0.40  2.84  0.40

8  0.64  2.92  0.64

9  0.60  2.92  0.64

0  0.68  3.28  0.68

&  0.64  3.44  0.40

!  0.72  1.00  0.72

"  0.56  2.16  0.56

#  0.56  3.44  0.56

$  0.48  2.72  0.48

¢ 0.60  2.60  0.40

/  0.44  2.88  0.44

*  0.60  1.92  0.60

.  0.56  1.00  0.56

,  0.52  1.08  0.52

:  0.56  1.00  0.56

(  0.60  1.08  0.60

)  0.60  1.08  0.60

-  0.80  1.56  0.80

@  0.64  4.04  0.64

=  0.72  2.40  0.72

+  0.60  2.68  0.60

?  0.56  2.56  0.56
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A  0.24  3.76  0.24

B  0.68  3.04  0.48

C  0.52  3.28  0.32

D  0.68  3.24  0.52

E  0.68  2.56  0.44

F  0.68  2.44  0.40

G  0.52  3.48  0.52

H  0.80  3.08  0.80

I  0.68  0.80  0.68

J  0.20  2.24  0.68

K  0.68  3.12  0.24

L  0.68  2.36  0.36

M  0.68  3.68  0.68

N  0.68  3.32  0.68

O  0.52  3.72  0.52

P  0.68  2.92  0.36

Q  0.52  3.72  0.52

R  0.68  3.00  0.48

S  0.36  2.88  0.40

T  0.28  2.88  0.28

U  0.68  3.12  0.68

V  0.24  3.40  0.24

W  0.28  5.32  0.28

X  0.20  3.44  0.20

Y  0.16  3.52  0.16

Z  0.40  2.88  0.40

a  0.40  2.96  0.40

b  0.64  2.88  0.48

c  0.48  2.72  0.28

d  0.48  2.92  0.64

e  0.48  2.96  0.48

f  0.32  1.92  0.28

g  0.48  2.92  0.64

h  0.64  2.76  0.64

i  0.56  0.92  0.56

j  -0.24  1.76  0.56

k  0.64  2.84  0.16

l  0.64  1.28  0.32

m  0.64  4.52  0.64

n  0.64  2.76  0.64

o  0.48  3.08  0.48

p  0.64  2.92  0.48

q  0.48  3.20  0.36

r  0.64  1.84  0.28

s  0.28  2.56  0.40

t  0.24  1.96  0.36

u  0.64  2.72  0.64

v  0.16  3.04  0.16

w  0.20  4.64  0.20

x  0.12  3.08  0.12

y  0.16  3.12  0.16

z  0.36  2.44  0.36

1  0.28  1.80  0.68

2  0.36  2.76  0.52

3  0.32  2.80  0.52

4  0.36  3.16  0.40

5  0.48  2.76  0.52

6  0.52  2.92  0.48

7  0.28  2.84  0.28

8  0.52  2.92  0.52

9  0.48  2.92  0.52

0  0.56  3.28  0.56

&  0.52  3.44  0.28

! 0.60  1.00  0.60

" 0.44  2.16  0.44

# 0.44  3.44  0.44

$ 0.36  2.72  0.36

¢ 0.48  2.60  0.28

/ 0.32  2.88  0.32

*  0.48  1.92  0.48

.  0.44  1.00  0.44

,  0.40  1.08  0.40

: 0.44  1.00  0.44

(  0.48  1.08  0.48

)  0.48  1.08  0.48

-  0.60  1.56  0.60

@ 0.52  4.04  0.52

= 0.60  2.40  0.60

+ 0.48  2.68  0.48

? 0.44  2.56  0.44
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Clearview Typeface Supplement, Page 77

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 4-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 78

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 4-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 79

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 4-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 80

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 4-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 81

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 4-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 82

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 4-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 91

Display characters are based on a 2 inch upper case letter height for positive contrast applications.Clearview 5-W and 5-W-RCLEARVIEW 5-W and 5-W(R)

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 92

Display characters are based on a 2 inch upper case letter height for positive contrast applications.Clearview 5-W and 5-W-RCLEARVIEW 5-W and 5-W(R)

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 93

Display characters are based on a 2 inch upper case letter height for positive contrast applications.Clearview 5-W and 5-W-RCLEARVIEW 5-W and 5-W(R)

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 94

Display characters are based on a 2 inch upper case letter height for positive contrast applications.Clearview 5-W and 5-W-RCLEARVIEW 5-W and 5-W(R)

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 95

Display characters are based on a 2 inch upper case letter height for positive contrast applications.Clearview 5-W and 5-W-RCLEARVIEW 5-W and 5-W(R)

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 96

Display characters are based on a 2 inch upper case letter height for positive contrast applications.Clearview 5-W and 5-W-RCLEARVIEW 5-W and 5-W(R)

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 97

Display characters are based on a 2 inch upper case letter height for positive contrast applications.Clearview 5-W and 5-W-RCLEARVIEW 5-W and 5-W(R)

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 98

Display characters are based on a 2 inch upper case letter height for positive contrast applications.Clearview 5-W and 5-W-RCLEARVIEW 5-W and 5-W(R)

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 108

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 6-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 109

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 6-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 110

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 6-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 111

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 6-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 112

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 6-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 113

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 6-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 114

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 6-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 115

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 6-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.



Clearview Typeface Supplement, Page 116

Display characters are based on a 2 inch upper case letter height for positive contrast applications.CLEARVIEW 6-W

USE OF THE ALPHABET LETTER FORMS HEREIN ON HIGHWAY SIGNS REQUIRES INTERIM APPROVAL BY FHWA.




