# PART 6. TEMPORARY TRAFFIC CONTROL

## TABLE OF CONTENTS

<table>
<thead>
<tr>
<th>Chapter</th>
<th>Section</th>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>CHAPTER 6A.</strong></td>
<td>6A.01</td>
<td>General</td>
<td>6A-1</td>
</tr>
<tr>
<td><strong>CHAPTER 6B.</strong></td>
<td>6B.01</td>
<td>Fundamental Principles of Temporary Traffic Control</td>
<td>6B-1</td>
</tr>
<tr>
<td><strong>CHAPTER 6C.</strong></td>
<td>6C.01</td>
<td>Temporary Traffic Control Plans</td>
<td>6C-1</td>
</tr>
<tr>
<td></td>
<td>6C.02</td>
<td>Temporary Traffic Control Zones</td>
<td>6C-2</td>
</tr>
<tr>
<td></td>
<td>6C.03</td>
<td>Components of Temporary Traffic Control Zones</td>
<td>6C-3</td>
</tr>
<tr>
<td></td>
<td>6C.04</td>
<td>Advance Warning Area</td>
<td>6C-3</td>
</tr>
<tr>
<td></td>
<td>6C.05</td>
<td>Transition Area</td>
<td>6C-5</td>
</tr>
<tr>
<td></td>
<td>6C.06</td>
<td>Activity Area</td>
<td>6C-6</td>
</tr>
<tr>
<td></td>
<td>6C.07</td>
<td>Termination Area</td>
<td>6C-7</td>
</tr>
<tr>
<td></td>
<td>6C.08</td>
<td>Tapers</td>
<td>6C-9</td>
</tr>
<tr>
<td></td>
<td>6C.09</td>
<td>Detours and Diversions</td>
<td>6C-11</td>
</tr>
<tr>
<td></td>
<td>6C.10</td>
<td>One-Lane, Two-Way Traffic Control</td>
<td>6C-11</td>
</tr>
<tr>
<td></td>
<td>6C.11</td>
<td>Flagger Method of One-Lane, Two-Way Traffic Control</td>
<td>6C-13</td>
</tr>
<tr>
<td></td>
<td>6C.12</td>
<td>Flag Transfer Method of One-Lane, Two-Way Traffic Control</td>
<td>6C-13</td>
</tr>
<tr>
<td></td>
<td>6C.13</td>
<td>Pilot Car Method of One-Lane, Two-Way Traffic Control</td>
<td>6C-14</td>
</tr>
<tr>
<td></td>
<td>6C.14</td>
<td>Temporary Traffic Control Signal Method of One-Lane, Two-Way Traffic Control</td>
<td>6C-14</td>
</tr>
<tr>
<td></td>
<td>6C.15</td>
<td>Stop or Yield Control Method of One-Lane, Two-Way Traffic Control</td>
<td>6C-14</td>
</tr>
<tr>
<td><strong>CHAPTER 6D.</strong></td>
<td>6D.01</td>
<td>Pedestrian Considerations</td>
<td>6D-1</td>
</tr>
<tr>
<td></td>
<td>6D.02</td>
<td>Worker Considerations</td>
<td>6D-4</td>
</tr>
<tr>
<td><strong>CHAPTER 6E.</strong></td>
<td>6E.01</td>
<td>Qualifications for Flaggers</td>
<td>6E-1</td>
</tr>
<tr>
<td></td>
<td>6E.02</td>
<td>High-Visibility Clothing</td>
<td>6E-1</td>
</tr>
<tr>
<td></td>
<td>6E.03</td>
<td>Hand-Signaling Devices</td>
<td>6E-2</td>
</tr>
</tbody>
</table>
CHAPTER 6F.  TEMPORARY TRAFFIC CONTROL
ZONE DEVICES  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dec. 2000

Section 6F.01  Types of Devices .................................................................6F-1
Section 6F.02  General Characteristics of Signs ........................................6F-1
Section 6F.03  Sign Placement .................................................................6F-3
Section 6F.04  Sign Maintenance ...............................................................6F-7
Section 6F.05  Regulatory Sign Authority ..................................................6F-7
Section 6F.06  Regulatory Sign Design ......................................................6F-7
Section 6F.07  Regulatory Sign Applications .............................................6F-7
Section 6F.08  ROAD (STREET) CLOSED Sign (R11-2) ..........................6F-11
Section 6F.09  Local Traffic Only Signs (R11-3a, R11-4) ............................6F-11
Section 6F.10  Weight Limit Signs (R12-1, R12-2, R12-5) .........................6F-12
Section 6F.11  STAY IN LANE Sign (R4-9) ...............................................6F-12
Section 6F.12  PEDESTRIAN CROSSWALK Sign (R9-8) ..........................6F-12
Section 6F.13  SIDEWALK CLOSED Signs (R9-9, R9-10, R9-11, R9-11a) ....6F-12
Section 6F.14  Special Regulatory Signs ..................................................6F-13
Section 6F.15  Warning Sign Function, Design, and Application ...............6F-13
Section 6F.16  Position of Advance Warning Signs ...................................6F-21
Section 6F.17  ROAD (STREET) WORK Sign (W20-1) .............................6F-22
Section 6F.18  DETOUR Sign (W20-2) ......................................................6F-22
Section 6F.19  ROAD (STREET) CLOSED Sign (W20-3) ..........................6F-23
Section 6F.20  ONE LANE ROAD Sign (W20-4) ........................................6F-23
Section 6F.21  LANE(S) CLOSED Signs (W20-5, W20-5a) .......................6F-23
Section 6F.22  CENTER LANE CLOSED AHEAD Signs (W9-3, W9-3a) ....6F-24
Section 6F.23  THRU TRAFFIC MERGE RIGHT (LEFT) Sign (W4-1a) ..........6F-24
Section 6F.24  Lane Reduction Sign (W4-2) ..............................................6F-24
Section 6F.25  ON RAMP Plaque (W13-4) ................................................6F-24
Section 6F.26  RAMP NARROWS Sign (W5-4) ...........................................6F-24
Section 6F.27  SLOW TRAFFIC AHEAD Sign (W23-1) .............................6F-25
Section 6F.28  EXIT OPEN, EXIT CLOSED Signs (E5-2, E5-2a) ...............6F-25
Section 6F.29  Flagger Sign (W20-7, W20-7a) ...........................................6F-25
Section 6F.30  Two-Way Traffic Sign (W6-3) ............................................6F-25
Section 6F.31  Workers Sign (W21-1, W21-1a) ........................................6F-26
Section 6F.32  FRESH OIL (TAR) Sign (W21-2) ......................................6F-26
Section 6F.33  ROAD MACHINERY AHEAD Sign (W21-3) .......................6F-26
Section 6F.34  SHOULDER WORK Signs (W21-5, W21-5a, W21-5b) ...........6F-26
Section 6F.35  SURVEY CREW Sign (W21-6) ............................................6F-27
Section 6F.36  UTILITY WORK Sign (W21-7) ............................................6F-27
Section 6F.37  Signs for Blasting Areas ....................................................6F-28
Section 6F.38  BLASTING ZONE AHEAD Sign (W22-1) ............................6F-28
Section 6F.39  TURN OFF 2-WAY RADIO AND PHONE Sign (W22-2) ....6F-28
Section 6F.40  END BLASTING ZONE Sign (W22-3) ..................................6F-29
Section 6F.41  SHOULDER DROP-OFF Sign (W8-9a) .............................6F-29
Section 6F.42  UNEVEN LANES Sign (W8-11) ..........................................6F-29
Section 6F.43 NO CENTER STRIPE Sign (W8-12)................................. 6F-29
Section 6F.44 Other Warning Signs ...................................................... 6F-29
Section 6F.45 Advisory Speed Plaque (W13-1)................................. 6F-30
Section 6F.46 Supplementary Distance Plaque (W7-3a).................. 6F-30
Section 6F.47 Guide Signs ................................................................. 6F-30
Section 6F.48 ROAD WORK NEXT XX KM (MILES) Sign (G20-1).... 6F-32
Section 6F.49 END ROAD WORK Sign (G20-2a).............................. 6F-32
Section 6F.50 Detour Signs and Markers
(M4-8, M4-8a, M4-8b, M4-9, and M4-10)........................................ 6F-32
Section 6F.51 PILOT CAR FOLLOW ME Sign (G20-4)....................... 6F-33
Section 6F.52 Portable Changeable Message Signs ......................... 6F-33
Section 6F.53 Arrow Panels ............................................................... 6F-36
Section 6F.54 High-Level Warning Devices (Flag Trees)................. 6F-40
Section 6F.55 Channelizing Devices .................................................. 6F-41
Section 6F.56 Cones ................................................................. 6F-44
Section 6F.57 Tubular Markers ......................................................... 6F-45
Section 6F.58 Vertical Panels ............................................................ 6F-46
Section 6F.59 Drums ................................................................. 6F-47
Section 6F.60 Type I, II, or III Barricades ....................................... 6F-48
Section 6F.61 Direction Indicator Barricades .................................. 6F-50
Section 6F.62 Temporary Traffic Barriers as Channelizing Devices .... 6F-51
Section 6F.63 Temporary Raised Islands ......................................... 6F-51
Section 6F.64 Opposing Traffic Lane Divider ................................. 6F-52
Section 6F.65 Pavement Markings .................................................. 6F-52
Section 6F.66 Temporary Pavement Markings ................................ 6F-53
Section 6F.67 Raised Pavement Markers ........................................... 6F-54
Section 6F.68 Delineators ............................................................... 6F-55
Section 6F.69 Lighting Devices ....................................................... 6F-55
Section 6F.70 Floodlights ............................................................... 6F-56
Section 6F.71 Flashing Warning Beacons ........................................ 6F-56
Section 6F.72 Warning Lights .......................................................... 6F-57
Section 6F.73 Steady-Burn Electric Lamps ..................................... 6F-58
Section 6F.74 Temporary Traffic Control Signals ............................. 6F-59
Section 6F.75 Temporary Traffic Barriers ........................................ 6F-61
Section 6F.76 Crash Cushions .......................................................... 6F-62
Section 6F.77 Vehicle-Arresting Systems ....................................... 6F-63
Section 6F.78 Rumble Strips ............................................................ 6F-64
Section 6F.79 Screens ................................................................. 6F-64
Section 6F.80 Future and Experimental Devices .............................. 6F-65

CHAPTER 6G. TYPE OF TEMPORARY TRAFFIC CONTROL
ZONE ACTIVITIES ............................... Dec. 2000

Section 6G.01 Typical Applications ................................................... 6G-1
Section 6G.02 Work Duration ......................................................... 6G-1
Section 6G.03 Location of Work ........................................................ 6G-5
Section 6G.04 Modifications To Fulfill Special Needs ....................... 6G-5
Section 6G.05 Work Outside of Shoulder ....................................... 6G-7
Section 6G.06 Work on the Shoulder with No Encroachment ...................................6G-8
Section 6G.07 Work on the Shoulder with Minor Encroachment ................................6G-10
Section 6G.08 Work Within the Median .....................................................................6G-10
Section 6G.09 Work Within the Traveled Way of Two-Lane Highways .....................6G-10
Section 6G.10 Work Within the Traveled Way of Urban Streets ...............................6G-11
Section 6G.11 Work Within the Traveled Way of Multilane, Nonaccess
Controlled Highways ........................................................................6G-12
Section 6G.12 Work Within the Traveled Way at an Intersection ..............................6G-15
Section 6G.13 Work Within the Traveled Way of Expressways and Freeways ......6G-17
Section 6G.14 Two-Lane, Two-Way Traffic on One Roadway of a Normally Divided Highway .............................................................6G-18
Section 6G.15 Crossovers ........................................................................................6G-18
Section 6G.16 Interchanges .......................................................................................6G-19
Section 6G.17 Movable Barriers .............................................................................6G-19
Section 6G.18 Work in the Vicinity of Highway-Rail Grade Crossings ..................6G-20
Section 6G.19 Control of Traffic Through Incident Areas .......................................6G-20


Section 6H.01 Typical Applications ...........................................................................6H-1

FIGURES

CHAPTER 6C. TEMPORARY TRAFFIC CONTROL ELEMENTS

Figure 6C-1 Component Parts of a Temporary Traffic Control Zone ......................6C-4
Figure 6C-2 Types of Tapers and Buffer Spaces .....................................................6C-8
Figure 6C-3 Example of a One-Lane, Two-Way Traffic Taper ...............................6C-12

CHAPTER 6E. FLAGGER CONTROL

Figure 6E-1 Use of Hand-Signaling Devices by Flaggers .......................................6E-4

CHAPTER 6F. TEMPORARY TRAFFIC CONTROL ZONE DEVICES

Figure 6F-1 Height and Lateral Location of Signs—Typical Installations ..........6F-4
Figure 6F-2 Methods of Mounting Signs Other Than on Posts ............................6F-6
Figure 6F-3 Advance Warning Arrow Display Specifications .............................6F-38
Figure 6F-4 Channelizing Devices ........................................................................6F-42
CHAPTER 6H.  TYPICAL APPLICATIONS

Figure 6H-1  Work Beyond the Shoulder (TA-1) .....................................................6H-7
Figure 6H-2  Blasting Zone (TA-2) ........................................................................6H-9
Figure 6H-3  Work on Shoulders (TA-3) ...............................................................6H-11
Figure 6H-4  Short Duration or Mobile Operation on Shoulder (TA-4) ...............6H-13
Figure 6H-5  Shoulder Closure on Freeway (TA-5) ..............................................6H-15
Figure 6H-6  Shoulder Work with Minor Encroachment (TA-6) ..........................6H-17
Figure 6H-7  Road Closure with Diversion (TA-7) ................................................6H-19
Figure 6H-8  Road Closure with Off-Site Detour (TA-8) .........................................6H-21
Figure 6H-9  Overlapping Routes with Detour (TA-9) ............................................6H-23
Figure 6H-10 Lane Closure on Two-Lane Road Using Flaggers (TA-10) ..............6H-25
Figure 6H-11 Lane Closure on Low-Volume Two-Lane Road (TA-11) ...............6H-27
Figure 6H-12 Lane Closure on Two-Lane Road Using Traffic Control Signals (TA-12) ..............................................................6H-29
Figure 6H-13 Temporary Road Closure (TA-13) ....................................................6H-31
Figure 6H-14 Haul Road Crossing (TA-14) ...........................................................6H-33
Figure 6H-15 Work in Center of Low-Volume Road (TA-15) ...............................6H-35
Figure 6H-16 Surveying Along Centerline of Low-Volume Road (TA-16) ..........6H-37
Figure 6H-17 Mobile Operations on Two-Lane Road (TA-17) ............................6H-39
Figure 6H-18 Lane Closure on Minor Street (TA-18) ............................................6H-41
Figure 6H-19 Detour for One Travel Direction (TA-19) ......................................6H-43
Figure 6H-20 Detour for Closed Street (TA-20) ..................................................6H-45
Figure 6H-21 Lane Closure on Near Side of Intersection (TA-21) .......................6H-47
Figure 6H-22 Right Lane Closure on Far Side of Intersection (TA-22) ...............6H-49
Figure 6H-23 Left Lane Closure on Far Side of Intersection (TA-23) .................6H-51
Figure 6H-24 Half Road Closure on Far Side of Intersection (TA-24) ...............6H-53
Figure 6H-25 Multiple Lane Closures at Intersection (TA-25) .........................6H-55
Figure 6H-26 Closure in Center of Intersection (TA-26) .......................................6H-57
Figure 6H-27 Closure at Side of Intersection (TA-27) ..........................................6H-59
Figure 6H-28 Sidewalk Detour or Diversion (TA-28) ..........................................6H-61
Figure 6H-29 Crosswalk Closures and Pedestrian Detours (TA-29) .................6H-63
Figure 6H-30 Interior Lane Closure on Multilane Street (TA-30) .....................6H-65
Figure 6H-31 Lane Closures on Street with Uneven Directional Volumes (TA-31) .................................................................................................................6H-67
Figure 6H-32 Half Road Closure on Multilane, High-Speed Highway (TA-32) ....6H-69
Figure 6H-33 Stationary Lane Closure on Divided Highway (TA-33) ...............6H-71
Figure 6H-34 Lane Closure with Temporary Traffic Barrier (TA-34) .................6H-73
Figure 6H-35 Mobile Operation on Multilane Road (TA-35) .............................6H-75
Figure 6H-36 Lane Shift on Freeway (TA-36) ......................................................6H-77
Figure 6H-37 Double Lane Closure on Freeway (TA-37) ....................................6H-79
Figure 6H-38 Interior Lane Closure on Freeway (TA-38) ....................................6H-81
Figure 6H-39 Median Crossover on Freeway (TA-39) .........................................6H-83
Figure 6H-40 Median Crossover for Entrance Ramp (TA-40) ..........................6H-85
Figure 6H-41 Median Crossover for Exit Ramp (TA-41) .....................................6H-87
Figure 6H-42 Work in Vicinity of Exit Ramp (TA-42) ..........................................6H-89
Figure 6H-43 Partial Exit Ramp Closure (TA-43) .................................................6H-91
Figure 6H-44 Work in Vicinity of Entrance Ramp (TA-44) ..............................6H-93
Figure 6H-45 Movable Barriers (TA-45) .............................................................6H-95
Figure 6H-46 Work in Vicinity of Highway-Rail Grade-Crossing (TA-46) .........6H-97
TABLES

CHAPTER 6C. TRAFFIC CONTROL PLANS

Table 6C-1  Suggested Advance Warning Sign Spacing.................................6C-5
Table 6C-2  Taper Length Criteria for Temporary Traffic Control Zones ..........6C-10

CHAPTER 6E. FLAGGER CONTROL

Table 6E-1  Distance of Flagger Station in Advance of the Work Space ..........6E-6

CHAPTER 6H. TYPICAL APPLICATIONS

Table 6H-1  Index to Typical Application Diagrams .................................6H-2
Table 6H-2  Meaning of Symbols on Typical Application Diagrams..............6H-4
Table 6H-3  Meaning of Letter Codes on Typical Application Diagrams ......6H-5
CHAPTER 6A. GENERAL

Section 6A.01 General

Support:

When the normal function of the roadway is suspended, temporary traffic control planning provides for continuity of the movement of motor vehicle, bicycle, and pedestrian traffic; transit operations; and access to property and utilities.

The primary function of temporary traffic control is to provide for the safe and efficient movement of vehicles, bicyclists, and pedestrians through or around temporary traffic control zones while reasonably protecting workers and equipment.

Of equal importance to the public traveling through the temporary traffic control zone is the safety of workers performing the many varied tasks within the work space. Temporary traffic control zones present constantly changing conditions that are unexpected by the road user. This creates an even higher degree of vulnerability for the workers on or near the roadway (see Section 6D.02). At the same time, the temporary traffic control zone provides for the efficient completion of whatever activity interrupted the normal use of the roadway.

Consideration for road user safety, worker safety, and the efficiency of road user flow is an integral element of every temporary traffic control zone, from planning through completion. A concurrent objective of the temporary traffic control is the efficient construction and maintenance of the highway.

No one set of temporary traffic control devices can satisfy all conditions for a given project. At the same time, defining details that would be adequate to cover all applications is not practical. Instead, Part 6 displays typical applications that depict common applications of temporary traffic control devices. The temporary traffic control selected for each situation depends on type of highway, road user conditions, duration of operation, physical constraints, and the nearness of the work space to road users.

Improved road user performance might be realized through a well-prepared public relations effort that covers the nature of the work, the time and duration of its execution, the anticipated effects upon road users, and possible alternate routes and modes of travel. Such programs have been found to result in a significant reduction in the number of road users traveling through the temporary traffic zone, which reduces the possible number of conflicts.

Standard:

Temporary traffic control plans and devices shall be the responsibility of the authority of a public body or official having jurisdiction for guiding road users. There shall be adequate statutory authority for the implementation and enforcement of needed road user regulations, parking controls, speed zoning, and
incident management. Such statutes shall provide sufficient flexibility in the application of temporary traffic control to meet the needs of changing conditions in the temporary traffic control zone.

Guidance:

The temporary traffic control plan should start in the planning phase and continue through the design, construction, and restoration phases. The temporary traffic control plans and devices should follow the principles set forth in Part 6.

Option:

Temporary traffic control plans may deviate from the typical applications described in Chapter 6H to allow for conditions and requirements of a particular site or jurisdiction.

Support:

The criteria of Part 6 apply to both rural and urban areas. A rural highway is normally characterized by lower volumes, higher speeds, fewer turning conflicts, and less conflict with pedestrians. An urban street is typically characterized by relatively low speeds, wide ranges of road user volumes, narrower roadway lanes, frequent intersections and driveways, significant pedestrian activity, and more businesses and houses.